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What is at stake?

Priceless, irreplaceable contents of cultural 
facilities are easily damaged by smoke, 
and the water associated with sprinkler 
fire protection. In addition, many museums 
have high ceilings that reduce the 
effectiveness of conventional fire detection. 
It is imperative that these facilities closely 
monitor day-to-day operations, provide 
security, reduce theft, deter arson, and 
detect fire and smoke during the earliest 
stages

Challenging environment

Cultural properties are typically large 
volume, aesthetically pleasing facilities.    
Conventional smoke detection such as spot 
detectors, beam detectors, and aspirated 
smoke detection are difficult to install and 
maintain.  They are usually mounted near 
the ceiling which makes smoke diffusion, 
stratification, and  propagation major issues 
for early detection times. SigniFire is an 
easily retrofitted solution for early warning 
smoke and fire detection.

Why video Flame and smoke deteCtion?

Video smoke and flame detection has several 
advantages over traditional types of smoke 
detection.

 � earlier deteCtion - Because the cameras 
‘see’ the fire at the source, they detect earlier 
than traditional smoke detectors that require the 
smoke to reach the sensor.

 � immediate situational aWareness - Because 
the camera is a true network security camera, 
images can be viewed in real time at a guard 
station so an immediate suppression response 
can be initiated

 � less deviCes to install- each SigniFire  
camera can cover a large volume which will lead 
to  fewer sensors causing reduced installation 
and maintenance costs
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hoW does signiFire Work?

Artificial Intelligence using Video Analytics 
Software

 � Scans 640 x 480 pixel images at a rate 
of 15 times a second

 � 4.5 million data points analyzed by 
Texas Instruments Digital Signal 
Processor

 � Software develops temporal patterns 
based on  pixel DSP filters

 � Patterns processed by Neural Network 
to identify  flame and smoke

 � Alarms communicated through 
dry contacts or IP based video 
management
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WhiCh Fire ProteCtion systems have been traditionally used  
in Cultural ProPerty ProteCtion?

system Comments
sPrinklers Sprinklers are typically mandated by code and are triggered 

based on  high temperature. They are designed to save the 
building shell but not the contents  of a building

linear heat deteCtors Linear heat can be used as a pre-action for sprinklers but are  
again activated by high temperature and  will not detect fires at 
the early stage.

beam deteCtors Beam detectors are placed at ceiling level and  can cause 
nuisance alarms based on blockage or misalignment. High 
ceilings can mean smoke stratification and diffusion issues.

sPot deteCtors Spot detectors are usually either photo electric or ionization 
and are placed at the ceiling level which delays detection of 
smoke.

asPirated smoke deteCtors Aspirated smoke detection (where smoke is drawn through a 
series of tubes back to a central detector) is normally faster 
than spot and beam detectors but still can have issues with 
smoke stratification and  diffusion as well as smoke transport 
time and installation costs.
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aPPliCations

 � Museums
 � Libraries
 � Government Buildings
 � Heritage Properties
 � Cathedrals & Churches 

the total solution

Fike has long been known for
being a leader in service, support
and delivery in the fire protection
industry. No matter what the
concern, no matter what the time,
we make it easy to reach a trained,
knowledgeable Fike representative
who will assist you quickly.
Combine that with the most
advanced technology available in
fire alarm systems, competitively
priced to meet all your application
needs, and you have a total
solution for all your fire alarm
and fire protection needs.

aPProvals:

Fike global manuFaCturing, sales and serviCe

ameriCas

Fike  video image deteCtion
sparks, md, usa
tel:  +1-410-472-6590
email: signifire@fike.com

Fike CorPoration
blue springs, mo, usa
tel:  +1-800-979-3453
email: fpssales@fike.com

Fike latina ltda 
(merCosur)
Jundiai, brazil
tel:  +55-11-4525-5900
email: vendas@fike.com.br

Caribbean, Central,
south ameriCa
houston, tX, usa
tel:  +1-281-895-0756
email: ccsasales@fike.com

euroPe

Fike saFety teChnology
Cwmbran, united kingdom
tel:  +44 (0) 1633 865558
email: fstinfo@fike.com

asia

Fike asia PaCiFiC sdn bhd
selangor darul ehsan, malaysia
tel:  +60-3-7859-1462
email: fikeap@fike.com

middle east

Fike CorPoration dubai
dubai, uae
tel:  +971 4 (0) 3866455
email: fike.dubai@fike.com
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